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SPECIFICATIONS

2x 10/100/1000M RJ45 ports
DC input 12V~32V power supply
Total Power 18/35W  / PoE 15.4-30W per port (IEEE 802.3af/at)
Supply power to HD network surveillance cameras with Cat5e (PoE)
Support power supply through spare line pairs4/5 (+), 7/8 (-) or data line pairs1/2(+), 3/6（-）
Lightening protection on power input port
Small in size, low power dissipation

FEATURES

1

1

10/100/1000Base-T(X) auto-sensing, Full/half duplex MDI/MDI-X self-adaption

10BASE-T: Cat3,4,5 UTP(≤100 meter) ; 100BASE-TX: Cat5 or later UTP(≤100 meter)

1000BASE-T: Cat5e or later UTP(≤100 meter)

IEEE802.3 10BASE-T, IEEE802.3i 10Base-T ; IEEE802.3u 100Base-TX, IEEE802.3ab 1000Base-T, IEEE802.3

Power: PWR (Green), POE: PoE (Green)

IEEE802.3af/at @ POE

1/2 (+) 3/6 (-) 

15W, IEEE802.3af

18W/32VDC

Standby<3W, Full load<15W

External power supply, DC input voltage: 12-32V

-20 ~ 55°C / 10 ~ 90% RH non condensation

-40 ~ 75°C / 10 ~ 95% RH non condensation

78x77x27mm

<0.12kg

Port lightning protection: 4KV 8/20us, Protection level: IP30

CCC, CE mark, commercial, CE/LVD EN62368-1, FCC Part 15 Class B, RoHS

Number of RJ45 input ports

Number of RJ45 output ports (POE injected port)

Ethernet Port

Twisted Pair Transmission

Network Protocol

LED Indicator

PoE Port

Power Supply Pin

Max Power Per Port

Total PWR / Input Voltage

Power Consumption

Power Supply

Operation TEMP / Humidity

Storage TEMP / Humidity

Dimension (L*W*H)

Weight

Lightning Protection

Certification

FUNCTIONAL DIAGRAM ORDERING INFORMATION

PN
LPGI1DC-x
x

DESCRIPTION
1-Port 10/100/1000M POE Injector DC power supply
F: IEEE802.3af (Total 18W)
T- IEEE802.3at (Total 35W)

10/100/1000M x1

DC Power POE Injector

18W 35W

30W, IEEE802.3at

35W/32VDC

Standby<3W, Full load<30W


